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ULTIMATE BRITISH OIL TECHNOLOGY


	OIL-UK ANGLO-MAX SUPER SN 15W40 & 20W-50

SUPERIOR HEAVY DUTY MULTIGRADE 
MOTOR OIL



	PRODUCT DESCRIPTION


OIL UK ANGLO-MAX SUPER SN 15W-40 & 20W-50 are high performance engine oils formulated to meet the severe lubrication requirements of passenger cars and heavy duty commercial vehicles.

Present day motor engineering and motoring conditions have necessitated the rapid advancement in lubricant design and performance. OIL UK ANGLO-MAX SUPER SN 15w-40 &20W-50 new generation multigrade engine oils are manufactured from carefully selected base oils and the very latest additive technology. These lubricants meet the majority of the latest engine builder requirements and specifications. They can be confidently supplied for most mixed fleet applications. Superior dispersant additives help maintain engine cleanliness in the latest petrol engines and the latest detergent additives help reduce unwanted deposits in turbochargers and on pistons.

	Typical oil change intervals (Always adhere to vehicle manufacturer’s recommendation)


	CONDITIONS:
	SEVERE
	DIFFICULT
	MODERATE
	GOOD
	VERY GOOD
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	KMS:
	7,500
	15,000
	20,000
	30,000
	35,000


	FEATURES AND BENEFITS


· Outstanding Protection – ANGLO-MAX SUPER SN 15W-40 & 20W-50 feature an exclusive additive system to ensure maximum soot handling, excellent wear protection and extra-long oil life.

· High Performance – ANGLO-MAX SUPER SN 15W-40 & 20W-50 adapt and protect under the full range of pressures and temperatures found in modern engines, including those operating constantly in high ambient temperatures. 

· Improved Engine Cleanliness – The latest generation additive system in ANGLO-MAX SUPER SN 15W-40 & 20W-50 deliver outstanding engine cleanliness and protection against piston deposits.

·  Manufacturers Standards - ANGLO-MAX SUPER SN 15W-40 & 20W-50 satisfy and exceeds the most demanding performance standards of major international engine manufacturers and oil and motor vehicle industry specifications.
	PERFORMANCE LEVEL SPECIFICATIONS


API SN/CH-4 

ACEA A3/B3, A3/B4, E2 

Mercedes Benz 228.1, 229.1 

MAN 271
MTU Type 1
Volvo VDS
Volkswagen VW 505.00

Mack EO-L
	    TYPICAL PHYSICAL DATA


	
	
	
	15W-40
	20W-50

	Test
	Units
	Test Method
	Typical Properties
	Typical Properties

	Appearance
	
	Visual
	Clear and Bright
	Clear and Bright

	Specific Gravity @ 15.5°C
	
	
	0.888
	0.889

	Kinematic Viscosity @ 100°C
	cSt
	ASTM D445
	14.60
	20.88

	Kinematic Viscosity @ 40°C
	cSt
	ASTM D445
	139.00
	189.03

	Viscosity Index
	
	ASTM D2270
	131
	131

	Flash Point (Open)
	°C
	ASTM D92
	215
	235

	Pour Point
	°C
	ASTM D97
	-30
	-31

	Total Base Number
	mg KOH/g
	ASTM D2986
	10.2
	10.2


.
OIL-UK Ltd
20-22 Wenlock Road London N1 7GU United Kingdom

Tel: 0044(0)845 430 5515 Fax: 0044(0)845 430 5595

info@oiluk.net  www.oiluk.net
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